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PEPARTMENT OF THE ARMY
PHILADELPHIA DISTRICT, CORPS OF ENGINEERS
CUSTOM HOUSE~2D & CHESTNUT STREETS
PHILADELPHIA, PENNSYLVANIA 19106

IN REPLY REFER YO

NAPEN-N

24 JuL 1980

Honorable Brendan T. Byrne
Governor of New Jersey
Trenton, New Jersey 08621

Dear Governor Byrne:

Inclosed is the Phase 1 Inspection Report for Amwell No. 2 Dam in Hunterdon
County, New Jersey which has been prepared under authorization of the Dam
Inspection Act, Public Law 92-367. A brief assessment of the dam's
condition is given in the front of the report.

Based on visual inspection, available records, calculations and past
operational performance, Amwell No., 2 Dam, initially listed as a high hazard
potential structure, but reduced to a significant hazard potential structure
as a result of this inspection, is judged to be in poor overall condition.
The dam's spillway is considered inadequate because a flow equivalent to 19
percent of the Spillway Design Flood -~ SDF - would cause the dam to be
overtopped. (The SDF, in this instance, is one half of the Probable Maximum
Flood.) To ensure adequacy of the structure, the following actions, as a
minimum, are recommended:

a. The spillway's adequacy should be determined by a qualified
professional consultant engaged by the owner using more sophisticated
methods, procedures, and studies within six months from the date of approval
of this report. Within three months of the consultant's findings, remedial
measures to ensure spillway adequacy should be initiated.

b. The following actions should be initiated within six months from the
date of approval of this report:

(1) The owner should develop an emergency action plan together with
an effective warning system outlining actions to be taken by the operator to
minimize downstream effects of an emergency at the dam.

(2) The embankment should be thoroughly inspected by a professional
consultant engaged by the owner. Based on the inspections, together with
any necessary subsoil, seepage and structural investigations, remedial
measures to correct the seepage and other possible causes of embankment
instability, including the steep downstream slope and mounded soil at the
toe, should be determined and implemented,
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NAPEN-N
Honorable Brendan T. Byrue

(3) The owner should assure himself that the dam has an outlet works (low
level drain) in functional condition and of adequate capacity.

(4) All adverse vegetation on the cmbankment should be removed and
animal holes filled.

(5) Debris in the spillway discharge channel should be removed.

(6) The left training wall of the spillway discharge channel should be
repaired or replaced.

(7) Because of the ewbankment condition a detailed topographic survey
of the dam and area around the dam based on N.G.V.D. should be made. The
survey map should become part of the permanent record.

¢. Within one year from the date of approval of this report, the owner
should develop written operating procedures and a periodic maintenance plan to
ensure the safety of the dam.

A copy of the report is being furnished to Mr,
Department of Eavironmental Protection, the designated State Office contact
for this program. Within five days of the date of this letter, a copy will
also be sent to Congressman Courter of the Thirteenth District. Under the
provision of the Freedom of Information Act, the inspection report will be
subject to release by this office, upon request, five days after the date of
this letter.

Dirk C. Hofman, New Jersey

Additional copies of this report may be obtained from the Nationmal Techmnical
Information Services (NTIS), Springfield, Virginia 22161 at a reasonable
cost. Please allow four to six weeks from the date of this letter for NTIS to
have copies of the report available.

An important aspect of the Dam Inspection Program will be the implementation
of the recommendations made as a result of the inspection. We accordingly
request that we be advised of proposed actions taken by the State to implement
our recommendations.

Sincerely,
o -

//1«(,~" ‘—/ rfe

1 Incl
As stated

JAMES G. TON
Colonel, Corps of Engineers
District Engineer

Copies furnished:

Mr. Dirk C. Hofman, P.E., Deputy Dircctor
Division of Water Resources

N.J. Dept. of Environmental Proteclion
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AMWELL NO. 2 DAM (NJ00522)

CORPS OF ENGINEERS ASSESSMENT OF GENERAL CONDITIONS

This dam was inspected on 19 November 1979 by Storch Engineers under
contract to the State of New Jersey. The State, under agreement with the
U.S. Army Engineer District, Philadelphia, had this inspection performed in
accordance with the National Dam Inspection Act, Public Law 92-367.

Amwell No. 2 Dam, initially listed as a high hazard potential structure, but
reduced to a significant hazard potential structure as a result of this
inspection, is judged to be in poor overall condition. The dam's spillway
is considered inadequate because a flow equivalent to 19 percent of the
Spillway Design Flood - SDF - would cause the dam to be overtopped. (The
SDF, in this instance, is one half of the Probable Maximum Flood.) To
ensure adequacy of the structure, the following actions, as a minimum, are
recommended:

a. The spillway's adequacy should be determined by a qualified
professional consultant engaged by the owner using more sophisticated
methods, procedures, and studies within six months from the date of approval
of this report., Within three months of the consultant's findings, remedial
measures to ensure spillway adequacy should be initiated.

b. The following actions should be initiated within six months from the
date of approval of this report:

(1) The owner should develop an emergency action plan together with
an effective warning system outlining actions to be taken by the operator to
minimize downstream cffects of an emergency at the dam,

(2) The embankment should be thoroughly inspected by a professional
consultant engaged by the owner. Based on the inspections, together with
any necessary subsoil, scepage and structural investigations, remedial
measures to correct the seepage and other possible causes of embankment
instability, including the steep downstream slope and mounded soil at the
toe, should be determined and implemented.

(3) The owner should assure himself that the dam has an outlet works
(low level drain) in functiomal condition and of adequate capacity.

(4) All adverse vegetation on the cmbankment should be removed and
animal holes filled.

(5) Debris in the spillway discharge channel should be removed.

(6) The left training wall of the spiliway discharge channel should
be repaired or replaced.

(7) Because of the cmbankment condition a detailed topographic
survey of the dam and area around the dam based on N.G.V.D. should be made.
The survey map should become part of the permanent record.

i




c. Within one year from the date of approval of this report, the owner
should develop written operating procedures and a periodic maintenance plan
to ensure the safety of the dam.

APPROVED: , K rixca
- AAMES G, Ten/
Colonel, Corps of Engineers
District Engineer

DATE: S n s GO

Accession For

NTIS GRALIL

LD>C TAB

Unannounced
Justification ______ |
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PHASE | REPORT
NATIONAL DAM SAFETY PROGRAM

Name of Dam: Amwell No. 2 Dam, NJ00522
? State Located: New Jersey

County Located: Hunterdon

Drainage Basin: Delaware River

Stream: Trib. to Alexauken Creek

Date of Inspection: November 19, 1979

Assessment of General Condition of Dam

Based on visual inspection, past operational performance and Phase 1
engineering analyses, Amwell No. 2 Dam is assessed as being in poor

overall condition.

Based on investigations of the downstream flood plain made in connection
with this report, it is recommended that the hazard potential classification

be downgraded from high to significant.

Hydraulic and hydrologic analyses indicate that the spillway is inadequate.
Discharge capacity of the spillway is not sufficient to pass the designated
spillway design flood (SDF) without an overtopping of the dam. (The

" SDF for Amwell No. 2 Dam is equal to one-half the probable maximum
flood.) The spillway is capable of passing approximately 9 percent of
the probable maximum flood or 18 percent of the SDF. Therefore, the
owner should in the near future engage a qualified professional engineer
experienced in the design and construction of dams to perform more
accurate hydraulic and hydrologic analysis. Based on the findings of
the analyses, the need for, and type of remedial measures should be
determined and then implemented.

iadhikidebaduitc,
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The owner should, in the near future, develop an emergency action
plan together with an effective warning system outlining actions to be
taken by the operator to minimize downstream effects of an emergency
at the dam.

Extensive seepage and other indications of possible instability in the

dam were observed. Therefore, the dam embankment should be thor-
oughly inspected soon by a professional engineer experienced in the
design and construction of dams. Based on the inspection, together

with any necessary subsoil, seepage and structural investigations,
remedial measures to correct the seepage and other possible causes of
embankment instability, including the steep downstream slope and mounded
soil at the toe, should be determined and then implemented.

In addition, it is recommended that the following remedial measures be
undertaken by the owner in the near future:

1) If it exists, the outlet works should be investigated and
restored to a functional condition. If no outlet works exists,
an adequate low level lake drain should be designed and
installed.

2) All adverse vegetation on the embankment should be removed
and animal holes filled.

3) Debris in the spillway discharge channel should be removed.

4) The left training wall of the spillway discharge channel should
be repaired or replaced.

In the near future, the owner of the dam should develop written operating

procedures and a periodic maintenance plan to insure the safety of
the dam.,




A detailed topographic survey of the dam and area around the dam
based on N.G.V.D. should be undertaken by a qualified licensed land
surveyor or professional engineer in the near future. The survey map
should become part of the permanent record mentioned above.
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John E. Gribbin, P.E. ‘
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PREFACE

[T W

This report is prepared under guidance contained in the Recommended
Guidelines for Safety Inspection of Dams, for Phase | Investigations.
Copies of these guidelines may be obtained from the Office of Chief of
Engineers, Washington, C.C. 20314. The purpose of a Phase | Investi-
gation is to identify expeditiously those dams which may pose hazards

i L, i e o A B 51

to human life or property. The assessment of the general condition of
the dam is based upon available data and visual inspections. Detailed
investigation, and analyses involving topographic mapping, subsurface
investigations, testing, and detailed computational evaluations are beyond
the scope of a Phase | investigation; however, the investigation is

intended to identify any need for such studies.

In reviewing this report, it should be realized that the reported condition
of the dam is based on observations of field conditions at the time of
inspection along with data available to the inspection team. It is important
to note that the condition of dam depends on numerous and constantly
changing internal and external conditions, and is evolutionary in nature.
It would be incorrect to assume that the present condition of the dam

will continue to represent the condition of the dam at some point in the
future. Only through continued care and inspection can there be any
chance that the unsafe conditions be detected.

Phase | inspections are not intended to provide detailed hydrologic and
~ hydraulic analyses. In accordance with the established Guidelines, the
Spillway Test flood is based on the estimated "Probable Maximum Flood"
for the region (greatest reasonably possible storm runoff), or fractions
thereof. The test flood provides a measure of relative spillway capacity
3 and serves as an aid in determining the need for more detailed hydrologic
; and hydraulic studies, considering the size of the dam, its general
condition and the downstream damage potential. \

vii




PHASE | INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM

AMWELL NO. 2 DAM, 1.D. NJ00522

SECTION 1: PROJECT INFORMATION

1.1 General

Authority

Public Law 92-367, August 8, 1972 authorized the Secretary
of the Army, through the Corps of Engineers, to initiate a
National Program of Dam Inspection throughout the United
States. The Division of Water Resources of the New Jersey
Department of Environmental Protection (NJDEP) in cooperation
with the Philadelphia District of the Corps of Engineers has
been assigned the responsibility of supervising the inspection
of dams within the State of New Jersey. Storch Engineers
has been retained by the NJDEP to inspect and report on a
selected group of these dams. The NJDEP is under agreement
with the Philadelphia District of the Corps of Engineers.

Purpose of Inspection

The visual inspection of Amwell No. 2 Dam was made on
November 19, 1979, The purpose of the inspection was to

make a general assessment of the structural integrity and
operational adequacy of the dam structure and its appurtenances.




1.2 Description of Project

Description of Dam and Appurtenances

Amwell No. 2 Dam consists of an earth embankment with a
concrete wall running along the upstream face. A spillway
consisting of a concrete, two-stage overflow weir is located at
the west end of the embankment and oriented at 45° to the
crest of the embankment. The dam which is oriented approxi-
mately east/west has an overall length of 285 feet. The top
width of the embankment varies from 10 to 17 feet and the
downstream face has a slope of 1.5 horizontal to 1 vertical.
The spillway has an overall length of 20 feet and outlets into
a chute-type discharge channel.

The elevation of the dam crest is 170.0, National Geodetic
Vertical Datum (N.G.V.D.) while that of the toe is 150.8.
The height of dam is 19.2 feet. The primary crest elevation
of the spillway. is 167.5 while the secondary crest elevation is
167.9.

Location

Amwell No. 2 Dam is located in the Township of West Amwell,
Hunterdon County, New Jersey. Constructed across a tribu-
tary to Alexanken Creek, the dam impounds Amwell No, 2
Lake. Principal access to the dam is by an unimproved road
north of the dam. The dam can be reached from Route 202
by travelling north on Mt. Airy Road to Station Road; then
northeast on Station Road for approximately 0.7 miles where
the unimproved road intersects on the right side.
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C. Size and Hazard Classification
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Size and Hazard Classification criteria presented in "Recommended
Guidelines for Safety Inspection of Dams," published by the
U.S. Army Corps of Engineers are as follows:

Small
Intermediate
Large

SIZE CLASSIFICATION

Impoundment

Storage (Ac-ft)

Height (Ft.)

<1000 and 250
21000 and < 50,000
250,000

< 40 and 225
240 and <100

2

100

HAZARD POTENTIAL CLASSIFICATION

Category

Low

Significant

High

Loss of Life

{Extent of Development)
None expected (no per-
manent structures for
human habitation

Few (No urban develop-
ments and no more than
a small number of
inhabitable structures

More than a
small number

Economic Loss

{Extent of Development)
Minimal {Undeveloped to
to occasional structures
or agriculture)

.Appreciable (Notable

agriculture, industry
or structures)

Excessive (Extensive
community, industry or
agriculture)

ey
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The following data relating to size and downstream hazard for
Amwell No. 2 Dam have been obtained for this Phase 1 assessment:

Storage: 106 acre-feet
Height: 19.2 Feet
Potential Loss of Life:

Heavily used road is located approximately 2500 feet
downstream from dam. Failure of dam could cause
loss of life. Two dwellings are located 2000 feet
downstream from the dam, adjacent to a downstream
lake. The dwellings are approximately 8 feet
above the lake. Hydraulic analysis indicates that
they would not be inundated as a result of dam
failure. However, loss of life is possible.

Potential Economic Loss:
An earth dam is located 2000 feet downstream.
Failure of Amwell No. 2 Dam could cause failure of

downstream dam and damage to road bridge located
2500 feet downstream from dam in question. -

Therefore, Amwell No. 2 is classified as "Small" size and
"Significant" hazard potential.

d. Ownership

Amwell No. 2 Dam is owned and maintained by Amwell Valley
Land Corp., 80 Park Street, Montclair, New Jersey 07042,




Purpose of Dam

The purpose of the dam is the impoundment of a lake for

recreation.

Design and Construction History

Amwell No. 2 Dam reportedly was constructed in 1920 to 1923.
In 1955 it was reportedly washed out and subsequently rebuilt.

No records of the original construction or the reconstruction

in 1955 are available.

Normal Operational Procedures

Reportedly, no regular maintenance or operational procedures
are performed. The lake does not appear to have an outlet
works and reportedly was never drawn down,

1.3 Pertinent Data

i
|
1 2
3 b.
E' C.

Drainage Area
Discharge at Damsite

Maximum flood at damsite

Outlet works at norma! pool
elevation

Spillway capacity at top of dam
(Elev. 170.0)

Elevation (N.G.V.D.)

Top of dam
Maximum pool - design surcharge

st iias At

0.9 square miles

Unknown

No known outlet

223 c.f.s.

170.0
171.4




e il

S &TREE TR e T

Normal pool
Spillway crest - primary
-~ secondary
Toe of dam
Maximum tailwater

Reservoir

Length of maximum pool
Length of normal pool

Storage (Acre-feet)

Spillway crest
Design surcharge
Top of dam (Elev. 170.0)

Reservoir Surface (Acres)

Spillway crest
Top of dam (Elev. 170.0)
Maximum pool - design surcharge

Dam

Type

Length

Hydraulic Height

Side slopes - Upstream
Downstream

Zoning

Impervious core

Cutoff

Grout curtain

167.5
167.5
167.9
150.8
Unknown

2500 feet i
2100 feet

69 acre-feet
131 acre-~feet
106 acre-feet

11.9 acres
13.1 acres
23.1 acres

Earthfill
285 feet
19.2 feet
Unknown
1.5 horiz. to 1 vert.
Unknown
Unknown
Unknown
Unknown
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Diversion and Regulating Tunnel

Spillway

Type

Length of weir - primary

- secondary
Crest elevation - primary

- secondary
Cates
Upstream channel
Downstream channel

Regulating outlets

None Known

N.A.

Uncontrolled concrete
overflow weir

8 feet

12 feet

167.5

167.9

N.A.

N.A.

Natural stream

S




- 3 0 AR N AN AT T o amas i At i AR S S i NI, T e A (5 MANS  t SAEI B € ety 7 B s

SECTION 2: ENGINEERING DATA

Design

No calculations, reports or plans pertaining to the design of the
dam are available,

Construction

No data or reports pertaining to the construction of the dam are
available.

Operation

No records of operation and maintenance of the dam subsequent to
construction are available.

Evaluation
Availability
No engineering data pertaining to the dam is available.
Adequacy

A list of absent information is included in paragraph 7.1.b.

Validity

The validity of engineering data cannot be assessed due to
the absence of data.




SECTION 3: VISUAL INSPECTION

hhias T SPRPIVITE SRR SF TN SP DT Sy

3.1 Findings i

|
i
|

a. General

The inspection of Amwell No. 2 Dam took place on November 19,
1979 by members of the staff of Storch Engineers. A copy of
the visual inspection check-list is contained in Appendix 1.

The following procedures were employed for the inspection:

1) The embankment of the dam, appurtenant structures
and adjacent areas were examined.

2) Areas of seepage were noted and located.

3) The embankment and appurtenant structures were
measured and key elevations determined with the

use of a surveyor's [evel. i
4) The embankment, appurtenent structures and adjacent

areas were photographed.
5) Depths of water were measured at various locations

in the lake.
b. Spillway

The concrete free overflow spillway is located at the upstream
side of the west end of the dam. It discharges into a rectangular
concrete-lined channel located at the west end of the embankment.
A concrete slab walkway spans the discharge channel along

the crest of the dam. The concrete surfaces of the notched
overflow spillway appear to be in satisfactory condition.

Concrete surfaces of the discharge channel appeared to be in

fair condition with some large cracks noted. The left training
wall at the downstream end of the discharge channel was
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tilted into the channel. The spillway discharge channel was
observed to be partly obstructed by fallen trees and rotted |
timbers that had spanned the channel. The timbers did not

appear to be a structural component of the discharge channel.

Embankment

The embankment is severely overgrown with trees and brush.
The crest of embankment is fairly uniform and covered with
grass and weeds. The upstream face is covered with brush
and trees. The downstream face is covered with grass,
weeds and trees varying in caliper up to 18 inches. Two
points of seepage, one near each end of the embankment,
were observed. Discharge was measured to be approximately
1-1/2 gallons per minute at one point on the downstream face
near the west end and approximately 1 gallon per minute at
the toe at the east end. Small streams carrying seepage
water away from these points appear to indicate that seepage
has been discharging for a significant length of time.

The concrete wall on the upstream face of the dam appears to

be in generally satisfactory condition. A rough edge was

observed along the wall 1-1/2 feet below its top. This could

be due to forming at the time of construction. Transverse

cracks were observed along the wall at 15 to 20 foot intervals.

Erosion was noted on the downstream face adjacent to the l
spillway discharge channel, A three-foot high mound of earth
was observed at the toe near the center of the dam. The
mound could be due to sloughing of the downstream face of
embankment.

10
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Reservoir Area

The shores of Amwell No. 2 Lake are generally wooded and
have an average slope of approximately 5 horizontal to 1

vertical.
Downstream Channel

The spillway discharges directly into a tributary of Alexauken
Creek which is a well defined stream. Approximately 300 feet
downstream it enters a lake impounded by an earth dam
approximately 17 feet high, Several dwellings are located on
the shore of the lower lake approximately 2000 feet from the
subject dam. A road bridge crosses the stream approxi-
mately 2500 feet downstream from the dam in question.

n
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4.1

4.2

4.3

4.4

4.5

SECTION 4: OPERATIONAL PROCEDURES

Procedures

The level of water in Amwell Lake No. 2 is regulated naturally by
discharge over the spillway of the dam. No outlet works are
reported to exist and none were observed during inspection.

Maintenance of the Dam

According to the owner and tenant of the property, there is no
program of regular maintenance of the dam and appurtenant struc-
tures. The last known maintenance was performed in 1955 after
the dam was washed out.

Maintenance of Operating Facilities

Reportedly, there is no program of regular maintenance of the
operating facilities.

Description of Warning System

Reportedly, no forma! warning system is in use at the présent

time.

Evaluation of Operati:~al Adequacy

The apparent absence of a functioning outlet works and a main-
tenance program contributes to a poor operational adequacy of the
dam.

12
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The dam was observed to be insufficiently maintained in the

following areas:

1) Trees and brush on embankment.

2) Extensive seepage.
3) Debris and fallen trees at spillway discharge channel.




5.1

SECTION 5: HYDRAULIC/HYDROLOGIC

Evaluation of Features

Design Data

The quantity of storm water runoff that the spiliway should
be able to pass without an overtopping of the dam is based
on the size and hazard classification of the dam. This runoff,
called the Spillway Design Flood (SDF), is described in terms
of frequency or Probable Maximum Flood (PMF) depending on
the extent of the dam size and potential hazard. According
to the "Recommended Guidelines for Safety Inspection of
Dams," published by the U.S. Army Corps of Engineers, the
SDF for Amwell No. 2 Dam falls in a range of 100~year fre-
quency to 1/2 PMF. In this case the high end of the range,
1/2 PMF, is chosen because of the hazard potential associated
with the ‘downstream dam and road.

The SDF hydrograph for Amwell No. 2 Dam was computed by
use of the HEC-1-DB computer program using SCS triangular
hydrograph with the curvelinear transformation. Hydrologic
computations and computer output are contained in Appendix 4.
The calculated SDF peak inflow for Amwell No, 2 Dam is

1731 c.f.s.

Discharge capacity for the spillway was computed by consider-
ing free discharge over the concrete spillway. Hydraulic
computations are contained in Appendix 4.

The elevation of the crest of dam varies from 170.0 to 171.0.

For purposes of computer input, the top of dam was taken as
170.0. A routing of the SDF through Amwell No. 2 Dam

15
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resulted in an overtopping of the dam by a depth of 1.4 feet.
Accordingly, the subject spiliway is assessed as being inade-
quate in accordance with criteria developed by the U.S. Army

Corps of Engineers.
Experience Data

Reportedly, the dam was overtopped and washed out in 1955
and was rebuilt with a very steep downstream slope. Since
then no overtopping has been reported.

Visual Observation

No evidence of recent overtopping was found at the time of

inspection.
Overtopping Potential

As indicated in Paragraph 5.1.a., a storm of magnitude
equivalent to the SDF would cause overtopping of the dam by
a height of 1.4 feet above the top of the dam. The spillway
is capable of passing approximately 9 percent of PMF and 18
percent of SDF with lake level equal to the top of the dam

(Elev. 170.0).
Drawdown Data

No drawdown computations can be performed due to the
apparent lack of outlet works.
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6.1

SECTION 6: STRUCTURAL STABILITY

The embankment appeared, at the time of inspection to be
outwardly stable. However two points of significant of seepage
were observed on the downstream side. Also, the slope of

the downstream face of embankment was found to be excessively
steep and a mound of earth was noted at its toe. An accurate
determination of the structural integrity of the embankment
cannot be made without further investigation beyond the

The generalized soils description of the dam site consists of
recent alluvium composed of stratified materials deposited by
streams. The alluvium overlies thin beds of soft shale,
colored dull red, with occasional interstratified beds of fine
grained sandstone, all dipping gently toward the northwest.
The shale bedrock breaks easily into small fragments 1/4" to
1-1/2" in size and is identified as Brunswick shale.

Design analysis of structural stability and construction data
for the embankment and spillway structure are not available,

Evaluation of Structural Stability
a. Visual Observations

scope of a Phase | inspection.
b. Generalized Soils Description
¢. Design and Construction Data
d. Operating Records

No operating records relating to structural stability of the
dam are available.
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Post Construction Changes

Reportedly, after the washout in 1955, the dam was rebuilt
with a downstream slope of 1.5 horizontal to 1 vertical.
However, no records are available.

Seismic Stability

Amwell No. 2 Dam is located in Seismic Zone 1 as defined in
"Recommended Guidelines for Safety Inspection of Dams,"

which is a zone of very low seismic activity. Experience

indicates that dams in Seismic Zone 1 will have adequate
stability under seismic loading conditions if stable under
static loading conditions. However, Amwell No. 2 Dam, which
exhibits extensive seepage and other indications of possible
distress, could be unstable under seismic loading conditions.
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7.1

Dam

SECTION 7: ASSESSMENT AND RECOMMENDATIONS

Assessment

Safety

Based on hydraulic and hydrologic analyses outlined in Section 5
and Appendix 4, the spillway of Amwell No. 2 Dam is assessed

as being inadequate.

The embankment exhibits extensive seepage and possible
sloughing on the downstream face. The condition of the dam
indicates that the embankment would become unstable if correc-

tive measures are not implemented.

Adequacy of Information

Information sources for this study include 1) field inspection,
2) USGS quadrangle, 3) aerial photography, #4) consultation
with property leasee. The information outlined is sufficient
to allow a Phase | assessment as outlined in "Recommended
Guidelines for Safety Inspection of Dams."

Some of the absent data are as follows:

1) Soils Report

2) Plans of the dam

3) Structural Design Report

4) Hydraulic Design Report

5) Reports of post construction
6) Maintenance documentation

18
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Necessity for Additional Data/Evaluation

Additional data and evaluation is considered necessary in
order to assess the structural integrity of the dam.

7.2 Recommendations

Remedial Measures

Based on hydraulic and hydrologic analyses outlined in para-
graph 5.1.a., the spillway is assessed as being inadequate.

It is therefore recommended that a professional engineer
experienced in the design and construction of dams be engaged
in the near future to perform more accurate hydraulic and
hydrologic analyses. Based on the findings of these analyses,
the need for and type of remedial measures should be determined

and then implemented.

The owner should, in the near future, develop an emergency
action plan together with an effective warning system outlining
actions to be taken by the operator to minimize downstream

effects of an emergency at the dam.

The embankment should be thoroughly inspected soon by a
professional engineer experienced in the design and construc-
tion of dams. Based on the inspections, together with any
necessary subsoil, seepage and structural investigations,
remedial measures to correct the seepage and other possible
causes of embankment instability, including the steep down-
stream slope and mounded soil at the toe, should be determined

and implemented.

19
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In addition, it is recommended that the following remedial

measures be undertaken by the owner in the near future.

1) If it exists, the outlet works should be investigated and
restored to a functional condition. If no outlet works
exist, an adequate low level lake drain should be designed
and installed.

2) All adverse vegetation on the embankment should be
removed and animal holes filled.

3) Debris in the spillway discharge channe! should be
removed.

4) The left training wall of the spillway discharge channel
should be repaired or replaced.

Maintenance

In the near future, the owner of the dam should develop written
operating procedures and a8 periodic maintenance plan to insure
the safety of the dam.

Additional Studies

A detailed topographic survey of the dam and area around the
dam based on N.G.V.D. should be undertaken by a qualified
licensed land surveyor or professional engineer in the near
future. The survey map should become part of the permanent
record mentioned in paragraph 7.2.b.
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0. 2 DAM

AR Recent alluvium composed of stratified materials deposited
by streams.
Sh-4 Silts with silty clays in the depressions overlying thin

beds of soft shale colored dull red.

NOTE: Information taken from Rutgers University Soil Survey of
New Jersey, Report No. 6, Hunterdon County, and Geologic
Map of New Jersey prepared by lLewis and Kummel.

PLATE 3
STORCH ENGINEERS INSPECTION AND EVALUATION OF DAMS
FLORMAM PARK, NEW JERSEY SOIL MAP
DIVISION OF WATER RESOURCES AMWELL NO.2 DAM :
N.J.DEPT.OF ENVIR.PROTECTION |1.0. NJ00522 SCALE: NONE '
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PLATE 4

’ STORCH ENGINEERS

FLORHAM PARK, NEW JERSEY

OIVISION OF WATER RESOU
N.J.DEPT. OF ENVIR. PROTEC
TRENTON, NEW JERSEY

! INSPECTION AND EVALUATION OF DAMS

o GENERAL PLAN
: AMWELL NO.2 DAM

1.0.NJ. 00522

SCALE: NOT TO SCALE

DATE: JAN. 1980
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PLATE 5

STORCH ENGINEERS
FLORHAM PARK, NEW JERSEY

DIVISION OF WATER RESOURCES .

INSPECTION AND EVALUATION OF DAMS

SPILLWAY SECTION
AMWELL NO.2 DAM

N.J.DEPT.OF ENVIR.PROTECTION | I.D.NJ. 00522 : SCALE: NOT TO SCALE

TRENTON, NEW JERSEY

DATE: JAN. 1980
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PLATE 6
STORCH ENGINEERS INSPECTION AND EVALUATION OF DAMS 1
FLORHAM PARK, NEW JERSEY DAM SECTION
DIVISION OF WATER RESOURCES AMWELL NO.2 DAM
N.J.DEPT.OF ENVIR.PROTECTION |I.0.NJ. 00522 scaLe: NOT TO SCALE
TRENTON, NEW JERSEY DATE: JAN. 1980 - y
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[PLaTE 7

STORCH ENGINEERS
FLORHAM PARK, NEW JERSEY

DIVISION OF WATER RESOURCES]
N.J.DEPT. OF ENVIR. PROTECTIO
TRENTON, NEW JERSEY

INSPECTION AND EVALUATION OF DAMS

PHOTO LOCATION PLAN

AMWELL NO.2 DAM

.D.N.J._00522

SCALE NOT TO SCALE

DATE. JAN. 1980
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Check List - Visual Inspection
Check List - Engineering Data




e el 0.2 5N A, S . o A8 -

43p4029Y

uLqqLag °p
i . 130UUIQIN PaRYILY

JI[ LW sewoyl Leq pieuoy

*1°S°W g'pg9|  uol3dadsu] 3o aull IR Jdjem{jef

4409 aanjeaadwal

dIOPN  SJ403euULpa00) - AOSASF MON 93e3$

IR e 14

3(LoA uely ULqqL49 uyop

! [dUUOSUd4 uot3dadsug

"1°S'W G791 U0}303dSu] jo 3wil 3° UOLIBABL] |00d -

Apno|)-q JdyjeaM 6L/617/11 uot3dadsul (s)3ieg

———

UOpA3JUNH  A3uno) weg ¢ ‘ON ([9Muy weQq jO SwepN

[ 9seyd .
uop3o9dsuy LensiA "

3517 399Y)




T X N

*POALISGO SUON

SNIVYa

auoN

Y30H003Y ONV 39v9 44ViS

*uot3eb13SaAUL mmcawom_vcoesouom

‘utw/°1e6 | 3noqe je Burbueyostp
. wep 3yl JO pua 3Se3 3yl 3 303 Y} 3 43Y0 Y}
Eutw/°1eb g°| 3noqe e burbaeyosip wep ayy JO pud ISaM
9yl J4P3U 30P) WPRBJISUMOD BY3 UO BUO  SJudWyURQWD
30 apls weauajsumop uo pajou abedaas jo sjutod om)

39vd33S 318VIIIION ANV

*ed4e papouad Hulzi|1qels pusuwoddy

*34N32N43S wm;m;uwpv Kem| | Lds 33342
-u0d jo mupm Weaud}SuUMOp- 3@ PaJoU UOLSOUd JuedLILUbLS

Wva ONV
AYMTTIdS ‘INIWINGY ONV
LINIWAINVEW3 40 NOILINMC

*sajoy jewtue jo Buill Ly
pue ysnuaq pue S9341 JO [PAOWSRJ PUBURIOIDY

*pajou mmpo; lewiue awog °sSaydul gl 03
dn 4adied up A4eAa $334{ 35343 UG y3ed 300) MOJJeN
“YSN4q PUR S3343 YILM UMOABUSAO A(8ALSualxa juaunjuequ3

TYINI9

SNOILVANIWWO0IIY ¥Q SHYYWIY

40 NOILVNIWVX3 TWASIA

T A s Ty e gy oty
P e, ETpta g e i
L 2 v e

~_ SNOIIVA§3SE0

INIWINVEWI

TR S




*Llem 8403 buipnuajoud
3q pLnod adey weauysdn buiwioj |em *duo)

"SPLM Youl ¢/ 03 g/| ‘s|eAJdIUL 3004 02 03 Gi

3R pajou s)Oeud 3sddAsuea) “‘bujwaoy 03 pajelad

9q 03 sueadde - doj ay3 MO[3q saydoul 8| [Lem 3y}
buoe pajeso| SL 9bpa ybnos y “‘Huii|eds awos y3im
uoLlLpuod a;opucmm_umm Al le43udb ul S92RJUNS 33340U0)

TIM "INOJ

ado|s *ziaoy G

ou ugo> L "xouadde :d333S AudA ddv} weauisumog
3ybreays A||eaauab :|eIUOZLJOH

[9A3] A leaduab :|edL34ap

1S3YI IHL 30 INIWNOITY
TYLINOZTYOH GNY TYIILY3A

* Lauueyd abuaeydssip
Aem} | 1ds 03 Juddefpe juaudjuequws uo pajou UOLSOUJ
*(anoqe aj0u 2@3s) 303 3e bupybnols a|qissogd

$3407S
IN3WINGY ONV INWDINVEW3
40 NOISOY3 ¥O ONIHINOTS

*6upybno|s 40 u3WIAOW 0} 3np aq pLNod Syl

‘wep 30
qucwu *xoddde 3e 303 3@ paA4asqo punow ybLy 3004-¢

301 3Hl
GNOA3S ¥0 L1V ONIIIVYI
Y0 IN3W3AOW TVNSANN

*PaA43SqO BUON

SYOVYD 3V4NS

SNOILYGNIWWOI3Y ¥0 SHYYWIY

A YV e e s

40 NOI1WNI B\t

SNOT1VAY3ISE0

- INJWDINVEW3




ONISNOH 31v9 ONY 31V

TINNVHY 13UN0

RNLNYLS 13400

VN

NLINYLS INVINT

*PoA4asSqo 33(IN0 |3A3| MO| .ON

-<Oz

1INONOD 131400
-NI S3JvJHns 3L3¥INOD

SNOILVAN3SE0

SNOI1VONIWWO0IIY ¥0 SHUYW3Y

SHYOM 137170

il

40 NOILVNIWYXI TYASIA

A nrtis # mad N naglRl i




-

P

*SA9QUL] JO |eAOWRA A0 UOLIRAOUBU pusuoday

‘JusuquRqUd JO 3SBUD YILM ysn|j papeud
‘Y3uea sjuoddns qels *auueyd abuaeyd
-Sip Aem|[}ds sueds Aemjlem qe|s 33345u09)

*{auueys abueysstp 6uL3anuasqo AlLietjaed
puR UBY04Q pue Pa3304 943M JPLS WRAJUISUMOP UO Saaquil)
.corp_vcou a;onum»wpamm ALteasuab uL sadseyans 33a4duo)

AVMITYM

‘wep 30 pud ublu paemol Buiuea| sem |auueyd
J0O pUd WedUISUMOp e ||eMm DbuLuteul 3437 °pajou syJeudd
mm;u— SWOS Y3 LM ;me xp_m;mcwm S300LUNS 333AIU0)

TINNVHO 39YVHISIA

TINNVHD HIVOYddY

pmw;u uQ paAJIasSq m_;nmc
.coppvucoo Kao3oeysiies x—_usmcmm UL S3JRJUNS 3JBUIU0)

B
.

dI3M °"INOD

SNOI1VANIWWOIIY ¥O SNYYWIY

SNOT1VAY¥3SE0

AVMIT1dS

40 NOILUNIWVX3 TVASIA




auoy SY313W02314d
BuoN SYIIN
m,_.oz .. S173M NOILVA¥3SE0
SJUON

SAIAYNS/NOTLYLNIWNNOW

SNOT1VONIWWOI3Y ¥O SHYYW3Y

SNOTLVAY3S

NOILVNIWYX3 TYASIA

LY SR Sy sy oy

NOILYIN3IWNYLSNI

o ———— T i Rt




-

SiNvE

ONOTV S3YNLINYLS
*syueq

3y} Buoie PaAUBSQO SBANIONUIS ON °pado|aAapun si dye]

! . *juswipas jO uoije(nwndse 3|33Ly zo~h<ﬁzuz~oum
ﬂ : 33ed1pu} el 3y} JO PuUd WRAJISUMOP Y3 3B SBujpunog

; _ *1:0z 3Inoge jueq yjuou jo adoys ¢j:z 3nhoqe
; jueq y3n0s 40 ado|S °papooM A[[e4ausb aue syueg $3407S

SNOTLVONIWWO0IIY ¥O SAYVWIY

SNOT.LYAY3SE0 _ JO NOILVNIWYX3 T¥ASIA

Y10AY3SIY

e

O e a8

o) 0 YA AT S SNATC AN SAATITNE BT 1 TR~ o8




i

TR

Sa
e e

‘uoL3senb ul wep ayjz wody 31994

0062 ‘xoadde aje| 43MO| 3y} jJO [duueyd We3UISUMOP JY3}
U0 pajedo| Si abpLaq peO4 Y ‘3P| WedUISUMOp dYy3

40 840ys yaJaou ay3 Buoye pajeso) aue sbul)|amp M3} y

SANVE
INOTY SIYNLINYLS

. *PSpoOM pue (°343A | 03 °ziJoy G)
doa3s A le4ausb sue syueq weauls 3yy jo sadoys

$3d01S

‘Kem({Lds

WoJj wWeaujsumop A|3jeiLpsumul pajond3sqo Si jauueyd
3buaeydsip Ing fuoOlIdoNUAISQO 313FL] SULRIUOD WEIALS
"wep 3y} wouy weadjsumop je| e ojul Buibaeysstp
wead3s buo| 3003-00c 4O S}SLSUOD [3uueyd wead3sumog

(*213 “sIvg30
*SNOILINY1S80)
NOILIGNOD

40 NOIIVNIWYX3 TvAS

SNOI1YAY3SE0

SNOT LYANIWWOIIY YO SHUYIWIY

TINNYHI WYIYLSNMOQ




e e e e e e e A YR

alqelleAy 30N

alqeLteAy 30N
. 3lqel}eAY JON

alqefteAy 30N

alqelteny JON

aiqefleAy JON

alqelleAy 30N

a1qe}RAY JON

© dyW NO1LVIOT
AYOLSIH NOILINYLSNOD
SQY073Y YI0AYISIY/ TIWANIVY

viva 9190 TOYOAH/I I INVYGAH
SONILVY 39UYHISIO
SINIYYISNOD
S1iviad

NY1d = S1311N0

$71v130 ® SNV
ANIWAINDI ONILVYI0

S1Ivi3d
SNO1123S
NY1d - AYMTIAS

SNOILJ3S
NV - W

SNYYWIY

Will.

NOILVY3IdO ‘NOILINYLSNGD ‘N91S30 o
ViVG DNIY3IINION3
1171 RJI3HI

£




alqe(ieAy 30N

alqel}eAy JON

alqe| feAy 3ON

a1qe| LeAY 3ON

dlqelieAy JON

alqe|LeAy 30N

S3UN0S MOYYO8

WYG 40 SAIAYNS NOILINYLISNOJ-1S0d

01314

AYOLVH0gv

SQY0J34 INIYoE
SNOILVOILSIANI SIVIY3LWH

S31an1S 39v4d33s

* AMLITI8VLS Wvd

SIIINVYAAH B A90T0YAAH
SNOILV1NdWOD NOIS30

S140434 A907039

S1¥043Y¥ N9IS3O

s -

T

AYYWIY

WLl




- . 3lqe[}eAe JON

"3lqefieAR J0u S3u0d3J UDILUM "GG6L Ul N0 paysem A|pajuodas weQ Wyd 40 JYNTIVI YO SINIGIDIY 40144

dlqeLleAay JON

. a|qe[LRAY 30N

alqe|Leay 30N

umouy 3uop

JONVNILNIVH

S14043Y
NOI1dI1¥2S30

S140434 GNY S3IGNLS
INITY3INIONI NOILINYLSNOD 1SOd

SQY¥0JI3Y 100d HIIH

© SNOILYII4TQO0W

SWILSAS ONTYOLINOW

SIYYNIY

Will

|
|
vl




APPENDIX 2 . B

Photographs




PHOTO 1
SPILLWAY CREST - LOOKING EAST

PHOTO 2
SPILLWAY CREST - LOOKING WEST

AMWELL NO. 2 DAM
9 NOVEMBER 1979




PHOTO 3
SPILLWAY DISCHARGE CHANNEL - UPSTREAM VIEW

PHO10 4
SPILLWAY DISCHARGE CHANNEL - DOWNSTREAM VIEW

§ AMWELL NO. 2 DAM
9 NOVEMBER 1979




PHOTO 5
CONCRETE WALL ALONG UPSTREAM FACE OF DAM

, PHOTO 6
DOWNSTREAM FACE OF DAM

o

AMNELL NO. 2 DAM
9 NOVEMBER 1979




PHOTO 7 l
CREST OF DAM

PHOTO 3
DOWNSTREAM CHANNEL

AMWELL NO. 2 DAM
9 NOVEMBER 1979
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: PHOTO 4
SEEPAGE AT TOE OF DAM - EAST END

PHOTO 10
SEEPAGE ON DOWNSTREAM FACE OF DAM NEAR SPILLWAY

AMWELL NO. 2 DAM
9 NOVEMBER 1979




PHOTO 9
SEEPAGE AT TOE OF DAM - EAST ENM

PHOTO 10
SEEPAGE ON DOWNSTREAM FACE OF DAM NEAR SPILLWAY

AMWELL NO. 2 DAM
9 NOVEMBER 1979
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APPENDIX 3

Engineering Data




CHECK LIST
HYDROLOGIC AND HYDRAULIC DATA

ENGINEERING DATA

DRAINAGE AREA CHARACTERISTICS: wooded, moderately steep terraine

ELEVATION TOP NORMAL POOL (STORAGE CAPACITY): _ 167.5 (69 Acre-feet)

ELEVATION TOP FLOOD CONTROL POOL (STORAGE CAPACITY): N.A.

ELEVATION MAXIMUM DESIGN POOL: 171.4

ELEVATION TOP DAM: Varies 170.0 to 171.0

SPILLWAY CREST: Straight concrete weir with notch
a. Elevation Primary: 167.5, Secondary: 167.9
b. Type Broad crested
c. Width 1.6 feet

d. length Primary: 8 feet, Secondary: 12 feet
e. Location Spillover Upstream of dam n/w end
f. Number and Type of Gates None

OUTLET WORKS: None
' a. Type : N.A.
b. Location N.A.

¢. Entrance inverts N.A, -

- de Exit inverts N.A.

e. Emergency draindown facilities: N.A.

HYDROMETEOROLOGICAL GAGES:_None

a. Type N.A.
b. Location N.A.
c. Records N.A.

MAXIMUM NON-DAMAGING DISCHARGE:

(Lake stage equal to top of dam) 223 c.f.s.
(Elev. 170.0)
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Hydraulic/Hydrologic Computations
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